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m Specifications :

e \oltage rating: 200V AC / DC

e Current rating: 1A AC/DC

¢ Withstanding voltage: 500V AC/minute
e Temperature range: -25°C~+85°C

e |nsulation resistance:2100MQ

e Contact resistance: <40mQ

o After environmental testing: <80mQ

1255 H X-1*XX A-NO XX HF

A
O 00 ® 0O @ ®

@ Series No.

@ Category: H-HSG

® Welding Board Angle: Blank-ordinary

® Row No.-Pin No.: 1*XX-1*04P~1*06P

® Plug the Pin & special No.: A-Double salient
® Material: NO-PA66 94V-0

@ Color: Blank-natural color

Whether containing halogen: HF-Halogen free

Dimensions(mm)
A B C
04 3.75 8.60 6.40
05 5.00 9.85 7.65
06 6.25 11.10 8.90

Poles

4P~6P Single Salient
Scale 1:7

1255H-1*XXA-NOHF

PA66 UL 94V-0
Halogen Free

1255H-1*XXA-NO

PA66 UL 94V-0

1255T
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Mates With SWB Wafer
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1

RoHS @

Lead-free
r m Specifications :
A+0.15@ e \/oltage rating: 200V AC/DC
1.2500 e Currentrating: 1A AC/DC
' e Withstanding voltage: 500V AC/minute
e Temperature range: -25°C~+85°C
[]JI@I&] []JII&] []JILE] e |nsulation resistance:2100MQ
¢ Contact resistance: <40mQ
o e After environmental testing: <80mQ
E Circuit 1
B+0.25® @1.85 1255 H X-1*XX X-NO XX HF
] ® 00 @ GG @
@ Series No.
@ Category: H-HSG
(® Welding Board Angle: Blank-ordinary
D ® ® Row No.-Pin No.: 1*XX-1*02P~1*30P
o T N ® Plug the Pin & special No.:
< ® Material: NO-PAG6 94V-0
SD; ® Color: Blank-natural color
N Whether containing halogen: HF-Halogen free
- ™
+
C C_OZO@ 1 32@ Dimensions(mm) Dimensions(mm)
Poles A B C Poles A B T
02 | 125 6.10 3.90 11 | 1250 | 17.35 | 15.15
03 | 250 7.35 515 | 12 | 13.75 | 1860 | 16.40
0.400® 04 | 375 8.60 640 | 13 | 1500 | 19.85 | 17.65
8 8 g 05 | 5.00 9.85 765 | 14 | 1625 | 2110 | 18.90
— T T T T T T T T T T T T 06 | 625 11.10 890 | 156 | 1750 | 22.35 | 20.15
E = [ 07 | 750 1235 | 1015 | 16 | 18.75 | 23.60 | 21.40
08 | 875 1360 | 1140 | 20 | 2375 | 2860 | 26.40
] @ lﬁl @ lﬁl lﬁl lﬁ' l I 09 | 10.00 | 1485 | 12656 | 25 | 3000 | 34.85 | 32.65
== = o . . i 10 | 1125 | 1610 | 13.90 | 30 | 36.25 | 41.10 | 38.90
B S 4P~30P Double salient 2P~3PSingle salient
< Scale 1:4 Scale 1:4
o PA66 UL 94V-0
® 1255H-1*XX-NOHF Halogen Free st —_—
1255H-1*XX-NO PA66 UL 94V-0
| PART NO Material Suitable SWB Terminal |Mates With SWB Wafer
2014/07/11 C D Change double salient illustration sylvia Jova GENERAL \c24 N E B2 = PART NO. .
To RN ,\.:'?j HFER %‘ PR/ F] 1255H-1*XX-NOHF
A 2014/05/09 B c Space of a Whole page Changes Jova Bob X 0.30 reunascomecrors SWWB CONNECTORS CO.LTD [TiTLE
XX 20.20 1.25mm Crimp Style Connectors
2014/02/110 A B Space of a Whole page Changes Sylvia Bob XXX +0.10 | APPROVAL CHECK DRAWN DATA
OLD | NEW PROJECT UNIT SCALE NUMBER REV
DATE Rev | REV ECN DESCRIPTION CHECK |APPROVAL $ = Bob Sun Jova Lau Wuxiaotao | 2014/05/09 MM 101 A-022 D
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RoHS @

Lead-free

—A1+£0.15@0———

m Specifications :

<_T1 250@ Circuit 1
e \/oltage rating: 200V AC / DC
e Current rating: 1A AC/DC
1] 1] e Withstanding voltage: 500V AC/minute
12 E@@@@ 2 e Temperature range: -25°C~+85°C
e |nsulation resistance:2100MQ
¢ Contact resistance: <40mQ
®0.625 1.250@ Circuit 2 ¢ After environmental testing: <80mQ
A2+0.156—
1255 H X-XX X-NO XX
B+0.25@ [=~—3.45@— OCLORORORONC
@ Series No.
@ Category: H-HSG
(® Welding Board Angle: Blank-ordinary
® Row No.-Pin No.: XX-05P~41P
Q 7 ® Plug the Pin & special No.
3 ﬁ ® Material: NO-PA66 94V-0
@ @ Color: Blank-Natural Color Black
=] =] @
T
‘ Dimensions (mm)
‘ J PolesI7 T A2 | B c
C+0.200——— ®—=2.80 05 250 [ 125 6.00 | 4.90
07 | 3.75 | 250 | 7.25 | 6.15
09 [5.00 | 3.75 | 850 | 7.40
11 | 6.25 | 5.00 | 9.75 | 8.65
i 13 | 7.50 | 6.25 | 11.00 | 9.90
©0.50 15 | 8.75 | 7.560 | 12.25 | 11.15
17_|10.00| 8.75] 13.50 | 12.40
—— T T T T 1T TT I T7 19 |11.25] 10.00 | 14.75 | 13.65
= 21 _|12.50 | 11.25 | 16.00 | 14.90
D D D D D |_| 31 [18.75] 17.50 | 22.25 | 21.15
41 [25.00 | 23.75 | 28.50 | 27.40
E OO0 0000 O ﬂ 3
— [ T1 T T TT TT TT T TIH—¥ o
@ 1255H-XX-NO | PA66 UL 94V-0 1255T 1255W
PART NO Material Suitable SWB Terminal [ Mates With SWB Wafer
N S = PART NO.
RS Bk i1 BA R
X 20.30 reunascomecrors SWWB CONNECTORS CO.LTD [TiTLE
XX 0.20 1.25mm Crimp Style Connectors
2014/05/09 A B Space of a Whole page Changes Jova Bob XXX +0.10 APPROVAL CHECK DRAWN DATA
OLD | NEW PROJECT ] UNIT SCALE NUMBER REV
DATE Rev | REV ECN DESCRIPTION CHECK |APPROVAL @ = Bob Sun Jova Lau Wuxiaotao | 2014/05/09 MM 101 A-022 B
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RoHS @

Lead-free
~——4.500— 0.150
m Specifications :
2  Voltage rating: 200V AC / DC
e Current rating: 1A AC/DC
e Withstanding voltage: 500V AC/minute
= e Temperature range: -25°C~+85°C
e Insulation resistance:=2100MQ
2 4 e Contact resistance: <40mQ
A e After environmental testing: <80mQ
@ f
2 | —
) =)
w B = 1255 T X-P XX X-X
N O 006 6 GO
! ,
To) o @ Series Number
8 0 ® Category: T-terminal
@o@ é T ® Shape: Blank-ordinary
A ® Material: P-Phosphor bronze
N ® Plating style: V01-Gold Flash ; SN-Bright tin plating
| 7 ® Plating method: Blank-Stamping before plating
@ Mold No./Mark/Special No.
0.806
© I
r1.60—‘ @) @—11.20 = @0.100
* - AN o
2 33 -
1 % ®0.92+—
SECTION: A-A SECTION: B-B
SCALE: 1:1 SCALE: 1:1 1255T-PV01 |Phosphor Bronze | AWG#28-32 | 0.90mm(Max) a}ﬁg‘lz"égoae_fgfldpgigf‘ﬁou" Ni MIN.;
| 1256H
1255T-PSN |Phosphor Bronze | AWG#28-32| 0.90mm(Max) | Stamping Before Plating:30u" MIN. Ni;70u"Sn MIN.
PART NO Material Wire Range |Insulation O.D. Finish Used In SWB Housing
13 PART NO.
TOLERANGE sm Bk E B A P 8) 1255T-PXX
X 030 mraunascomecrors  SWB CONNECTORS CO.LTD [T7E
XX 0.20 1.25mm Crimp Style Connectors
2014/05110 [ A B Modify the drawing frame format Jova Bob XXX $0.10 | APPROVAL | CHECK DRAWN DATA
OLD | NEW PROJECT ] UNIT SCALE NUMBER REV
DATE Rev | REV ECN DESCRIPTION CHECK [ APPROVAL @ = Bob Sun JovalLau | Wuxiaotao | 2014/05/10 MM 11 A-106 B

1 2 3 4 I 9 6 8




1

RoHS @

Lead-free

~—~1.2500
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m Specifications :

e \oltage rating: 200V AC / DC

e Current rating: 1A AC/DC

e Withstanding voltage: 500V AC/minute
e Temperature range: -25°C~+85°C

e Insulation resistance:2100MQ

e Contact resistance: <40mQ

e After environmental testing: <80mQ

1255 W R S-1*XX X-LP XX XX

A

B+0.25® o O 000 GO ® ®
) .
+ o — — @ Series No.
C+0.20® S 4.200 ® Category: W-wafer
(® Welding Board Angle: R- Right Angle 90°
4 @ Welding Way: S-SMT
/[7]o0.10 ® Plug the Pin & Special No.:
@ Material: LP-LCP 94V-0
1.00® Planting Category: V01-Gold Flash; SW-Fog Tin plating
' ® Color: Blank-natural color
A
1.25 0.70»{»«}*
Dimensions(mm) Dimensions(mm)
I l Poles A B C Poles A B C
02 1.25 6.00 3.90 11 | 1250 | 1725 | 1515
— 03 2.50 7.25 5.15 12 | 1375 | 1850 | 16.40
i e L 04 | 375 | 850 | 640 | 13 | 1500 | 19.75 | 17.65
3 | < o 05 5.00 9.75 7.65 14 | 1625 | 21.00 | 18.90
~ - © 06 6.25 11.00 8.90 15 | 17.50 | 2225 | 20.15
v ~ 7P~30P Double Hole 08 8.75 13.50 11.40 20 23.75 28.50 26.40
Scale 1:0.8 09 | 1000 | 1475 | 1265 | 25 | 30.00 | 3475 | 3265
é j l 10 | 1125 | 16.00 | 1390 | 30 | 3625 | 41.00 | 38.90
0.85 1.20
1255WRS-1*XX-LPV01 Gold-Flash
LCP UL 94V-0 Brass 1255H-1*XX
Recommended P.C.B Layout 1255WRS-1*XX-LPSW Tin Plating Matte
General Tolerance+0.05 2P~6P Single Hole T
Scale 1:0.8 PART NO Material Mgtslzaelr('?gb':d Finish Pin Mates With SWB Housing
GENERAL N S pa = PART NO.
TOLERANCE sm ‘\‘\‘H: ',%:Z’ lij% 2% il‘ FEQ/A\ ‘;] 1255WRS-1*XX-LPXX
2014/05/10 | B c Space of a Whole page Changes Jova Bob X $0.30 reunascomeorors - SWWB CONNECTORS CO..LTD [TTiE
DAC T - 3 XX 0.20 1.25mm Crimp Style Connectors
2014/03/10 | A B |ECN2014031001 y orrectOILn::r:\ngzns an Sylvia Bob XXX 010 | APPROVAL [ CHECK DRAWN DATA
OLD | NEW PROJECT ] UNIT SCALE NUMBER REV
DATE REV | REV ECN DESCRIPTION CHECK | APPROVAL Q = Bob Sun Jova Lau Wuxiaotao | 2014/05/10 MM 101 A-082 c
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1 |

/

o
RoHS oG
Lead-free ] 4.00+0.10 Round hole ;g 0
Product 2000PCS Leader Part Empty 200mm Min. 2.00£0.10 / 1200:010 &/
i TR BN
160mm Min. 24000mm i %5 200mmis /) s d oo oo
| L w
..... .
Axes :EDDDDDDDDDDDDDDE dooooooooooooo -
[ e e TOP TAPE 200mm u
“H-
24360mm - 7¥200mm
Discharge Direction >
T eug) g 9 COVER TAPE PEEL STRENGTH:20~120g 4.00£0.10 §9
2 P 7 1) 7 1 20~120g Round Hole 20000 c)“f?
¥ PEEL SPEED:300mm/minute 12.040.1
7
Letiyg b4 & olo o o|g ¢
|| AT —=BECrio,,  COVER TAPE o -
1 -
R ol W
+I|
ﬁ E‘—
| | ; n i |
D D i Dl
\ CARRIER TAPE AKlNG OUT DIRECTION
G Receiving Direction M B 6 0olooo
Wekl 7T — Ve o 1]
Single hole: None Hole Side Elliptical Hole 1.500 ?,3
Bl WICHEFLO - =
Double hole: Elliptical Hole Side Outer box sh4
RUAL: A LA
Label $r%%
Pin No. w s F T G ol O S
ZD1255WRS-1*02
ZD1255WRS-1*03 16 1 7.50 20.50 16.40 2000 11R 22000
g ZD1255WRS-1*04
: > ZD1255WRS-1*05
@ g ZD1255WRS-1*06
ZD1255WRS-1*07
ZD1255WRS-1*08 24 ! 11.50 28.50 24.40 2000 8R 16000
SS ZD1255WRS-1*XX | ZD1255WRS-1*09
0/77/77 1255WRS-1*XX-LPSW ZD1255WRS-1*10
ZD1255WRS-1*11
Note: ZD1255WRS-1*12
1. Carrier Camber Is Within Imm In 100mm ; #7K100mm P} 251425 #h A Imm igﬁ:x:iﬁ S| 2040 [ 1420 ] 3050 | 3240 2000 fOR ) 12000
. ) o ] BE B L g £
2.10 Spr(?cket Hole Pltch‘CumuIatlve Tolerancex0.2MM ; [ElfL ML & S0t A iF A 24 £0. 2mm sizsswrs s |~ T T [ | 200 | sm | 20000
3. Materaial for PS ; #4 )i 4 PSH4 i ZDI255WRS 1720
. . N ZD1255WRS-1*25
4.Th|nkess=0.3010.05 : *j**ggjjosoioosmm ZD125oWRS130 56 52.40 | 26.20 60.5 56.40 2000 4R 8000
GENERAL N PART NO.: ppN: ZD1255WRS-1*XX
. > o N :
TOLERANGE sm Bk A B TR CPN:1255WRS-1*XX-LPXX
X 2030 | s comecrons SWB CONNECTORS CO.LTD  [TiTLE:
XX 40.20 1.25mm SMT 90° Package
XXX £0.10 APPROVAL CHECK DRAWN DATA
OLD | NEW PROJECT UNIT SCALE NUMBER REV
DATE REV REV ECN DESCRIPTION CHECK | APPROVAL @ _E_ Allen Pan 2013/12/09 MM 1:1 A-106 A
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