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7904HI-XX-XX

0.50 mm Crimp Style Connector

Jova A-047 A1∶1

Specifications :
Voltage rating: 200V AC / DC
Current rating: 0.8A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -40°C~+80°C
Insulation resistance:≥100MΩ
Contact resistance: ≤50mΩ
After environmental testing：≤80mΩ
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7904 H  I -XX X-XX XX

Series No.

Category：H-HSG

Appearance type：I-Plastic and Hardware Assembly
Row No.-Pin No.:  XX-Single Row

Plug the Pin & Special No.:

Material :  46-PA46 94V-0 ; LP-LCP 94V-0

Color:  Blank : Natural Color
           HF-Halogen Free ; BK-Black
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PART N0 Material Q'ty/Bag

7904HI-XX-46 Nylon 46  UL 94V-0

1,000Pcs7904T-A、7904T-B

Suitable SWB  TerminalMaterial(Shrapnel)

Stainless Stell

Material(Shell)

Stainless Stell7904HI-XX-LP LCP  UL 94V-0

7904HI-XX-LPHF
LCP  UL 94V-0
Halogen Free

Poles
Dimensions (mm)
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7904T-PXX-A

2013/09/30 A-047 C1∶1

7904 T X-P XX X-A

Series Number
Category:   T-terminal
Shape： Blank-ordinary
Material：P-Phosphor bronze
Plating style:
 V**:All Gold-Plated    G**:Gold-Plated Contact
 *03-3u"  ; *05-5u"
Plating method：
 Blank-Stamping before plating
Mold No./Mark/Special No.     A- The Upper Ter

0.50 mm Crimp Style Connectors

Jova

Specifications :
Voltage rating: 200V AC / DC
Current rating: 0.8A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -40°C~+80°C
Insulation resistance:≥100MΩ
Contact resistance: ≤50mΩ
After environmental testing：≤80mΩ
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PART N0 Material Wire Range

Phosphor Bronze AWG#28-32

Insulation  O.D.

0.75mm(Max)

7904T-PG05-A Stamping Before Pating:30~50u" Ni;Contact Area Gold:5u" Min.

Finish Q'ty/Reel

15,000Pcs

Used In SWB  Housing

 7904H
7904T-PV05-A Stamping Before Pating:30~50u" Ni;Whole Gold :5u" Min.

7904T-PV03-A Stamping Before Pating:30~50u" Ni;Whole Gold :3u" Min .

SECTION: C-C

SCALE: 1:1
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SECTION: B-B

SCALE: 1:1
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2014/04/02 A B Change the size tolerance sylvia

0.30±0.03

2014/08/28 B C Change the size of 3 sylvia

7904T-PG03-A Stamping Before Pating:30~50u" Ni;Contact Area Gold:3u" Min.
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7904T-PXX-B

2013/09/30 A-047 C1∶1

7904 T X-P XX X-B

Series Number
Category:   T-terminal
Shape： Blank-ordinary
Material：P-Phosphor bronze
Plating style:
 V**:All Gold-Plated  G**:Gold-Plated Contact
 *03-3u"  ; *05-5u"
Plating method：
  Blank-Stamping before plating
Mold No./Mark/Special No: B-The Under Ter

0.50 mm Crimp Style Connectors

Jova

Specifications :
Voltage rating: 200V AC / DC
Current rating: 0.8A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -40°C~+80°C
Insulation resistance:≥100MΩ
Contact resistance: ≤50mΩ
After environmental testing：≤80mΩ
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PART N0 Material Wire Range

Phosphor Bronze AWG#28-32

Insulation  O.D.

0.75mm(Max)

7904T-PG05-B Stamping Before Pating:30~50u" Ni;Contact Area Gold:5u" Min.

Finish Q'ty/Reel

15,000Pcs

Used In SWB  Housing

 7904H
7904T-PV05-B Stamping Before Pating:30~50u" Ni;Whole Gold :5u" Min.

7904T-PV03-B Stamping Before Pating:30~50u" Ni;Whole Gold :3u" Min .
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2014/04/02 A B Change the size tolerance sylvia

2014/08/28 B C Change the size of 3 sylvia

7904T-PG03-B Stamping Before Pating:30~50u" Ni;Contact Area Gold:3u" Min.
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7904WRS-XX-LPG01

0.50mm LVDS Style Connectors

2013.12.12 A-092 A1∶1
sylvia

Series No

Category：W-WAFER

Welding Board Angle： R-90°

Welding Way:   S-SMT

Row No.-Pin No.:  XX-Single Row

Plug the Pin & Special No.

Material:  LP -LCP  94V-0

Plating Category: G**-Gold Plated Contact
                            V**- All Gold-Plated
                            01-Gold Flash    02-2u"   03-3u"
                            05-5u"    10-10u" 15-15u"  30-30u"   50-50u"
                            SN-Bright Tin Plating (70-120u")
                            SN1-Bright Tin Plating (120u" Min).
                            SW- Fog Tin Plating
                            HS-Hight temperature Tin

Color :  Blank-Natural Color
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A  Specifications :
Voltage rating: 100V AC / DC
Current rating: 0.7A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥100MΩ
Contact resistance: ≤50mΩ
After environmental testing：≤60mΩ

A B CPoles
Dimensions(mm)
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PART N0 Material

7904WRS-XX-LPG01 LCP  UL 94V-0 7904H

Mates With SWB  HousingMaterial(Pin)

Phosphor bronze

Finish(Pin)

Gold-Flash

Material( Shell)

Stainless Steel
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JovaBob
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PPN: ZD7904WRS-XX
CPN:7904WRS-XXX-XXXX

0.50mm SMT 90° Package

2013/12/09 A-106 A1∶1
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Allen Pan

Product 1250PCS
15000mm160mm Min.

Leader Part Empty 200mm Min.
前空200mm最小

TOP TAPE 200mm
上带200mm

 COVER TAPE
  上带

CARRIER TAPE
下带

PEELING DIRECTION
剥离方向

TAKING OUT DIRECTION
拉出方向

 COVER TAPE PEEL STRENGTH:20~120g
 剥离力量20~120g

速度 PEEL SPEED:300mm/minute

Round Hole

Elliptical Hole

1.
7+0

.1
-01.50

+0.1
-0

Pin No.

ZD7904WRS-41

W S F

56 52.4 26.2

REEL
/PCSG

60.5 56.40

T
ZD7904WRS-XX
7904WRS-XX-XXXX

ZD7904WRS-51

CARTON
/R

CARTON
/PCS

1250

25
0m

m

350mm 350mm

Outer box 外箱

Label 标签

Ø1.3

Receiving Direction
收料方向

Discharge Direction
拉出方向

Axes

15360mm

3R 3750

Note:
1. Carrier Camber Is Within 1mm In 100mm ;  带长100mm内容许弯曲度1mm
2. 10 Sprocket Hole Pitch Cumulative Tolerance±0.2MM ; 圆孔十个孔距离累计允许公差为±0.2mm

3. Materaial for PS ; 材质为PS材质

4.Thinkess=0.50±0.05 ; 材料厚度为0.50±0.05mm

Lable 标签
Single hole: None Hole Side
单孔：贴无链孔侧
Double hole: Elliptical Hole Side
双孔: 贴椭圆孔侧
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