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RoHS @
Lead-free e .
F m Specifications :
/‘leCUlt 1 e Voltage rating: 125V AC / DC
e Currentrating: 1A AC/DC
e \Withstanding voltage: 500V AC/minute
] e Temperature range: -25°C~+85°C
T e |nsulation resistance:=2100MQ
e Contact resistance: <20mQ
1.0000 e After environmental testing: <40mQ
E A+0.15@—
1002 H -XX D -NO XX HF
@ (& @
B+0.30® ~2.50@ Series No.
— 02 Category: H-HSG
Row No.-Pin No.: XX-02P~20P
| ] Plug the Pin & special No.
D-Ultra-thin buckles on both sides
D X M SQ Material: NO-PA66 94V-0
i @g Color: Blank-natural color
- 9 @ HF-Halogen Free
© ©
Dimensions(mm) Dimensions(mm)
Poles A B C Poles A B C
02 | 1.00 6.60 230 | 12 | 11.00 | 16.60 | 12.30
03 | 2.00 7.60 330 | 13 | 12.00 | 17.60 | 13.30
C C+0.20® =-2.20—@ 04 | 3.00 8.60 430 | 14 | 13.00 | 18.60 | 14.30
05 | 4.00 9.60 530 | 15 | 14.00 | 19.60 | 15.30
06 | 500 | 1060 | 630 | 16 | 15.00 | 20.60 | 16.30
® 07 | 600 | 1160 | 7.30 | 17 | 16.00 | 21.60 | 17.30
S 08 | 7.00 | 1260 | 830 | 18 | 17.00 | 22.60 | 18.30
— S 09 | 800 | 1360 | 930 | 19 | 18.00 | 23.60 | 19.30
I _ITT0 ITIT ITTT MTTT ITI1T 17 '_| N 07 10 9.00 14.60 10.30 20 19.00 24.60 20.30
e — = 11 | 10.00 | 1560 [ 11.30
B :[ ‘mn omn o omn ml —— 1002HXXD-NOHF | PA66 UL 94V-0
B i Halogen Free
1002T-D 1002W-D
0.30009 1002H-XXD-NO | PA66 UL 94V-0
—] PART NO Material Suitable SWB Terminal Mates SWB Wafer
GENERAL . S PART NO.
TOLERANGE m & i B TR 1002H-XXDX-NOHF
A|20140324| B c Space of a Whole page Changes | Jova Lau Bob Sun X 2030 ) iscomecrors  SWB CONNECTORS CO.LTD [TiTLE
XX 40.20 1.00 mm Crimp Style Connectors
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m Specifications :

¢ Voltage rating: 125V AC /DC

e Currentrating: 1A AC/DC

¢ Withstanding voltage: 500V AC/minute
e Temperature range: -25°C~+85°C

e Insulation resistance:2100MQ

e Contact resistance: <£20mQ

e After environmental testing: <40mQ

1002 T X-P XX X-D M

A

@ n " —_— —
® 3 SWB" Mark 560 6 6O
o i / @ Series Number
~ @ Category: T-terminal
1 am 03 Shape: Blank-ordinary
@ @ Material: P-Phosphor bronze
S @ Plating style:
N —— 1 ® N S VO01- All Gold Flash ; V03- All Gold-Plated 3u"
v @© SN2 - 50u" Ni Min,120u"Tin Min
N - ?
— S L < 0.2800 SN - 30u” Ni Min,70u"Tin Min
& @ Plating method: Blank-Stamping before plating ;
(cv”)- @ D-Mating Ultra-thin buckles on both sides Wafer
(@) ? \9_ M-With SWB Mark ; Blank- Without SWB Mark
B K
- =)
<
* N iy
‘——»LOBOO@ ®0.95 7<_.J é@
1.30—@
»H€0.1010.08@ I
% :
re}
<
|
1002T-PSN-DM |Phosphor Bronze| AwWG#28-32| 0.80mm Max Stamping Before Plating:30u" Ni:70u"Sn(Min.)
@ 1002T-PV03-D |Phosphor Bronze| AWG#28-32| 0.80mm Max | Stamping Before Pating:30u" Ni;Whole Gold :3u" Min.
SELONC'C SELONA_A SEL()NB-B 1002T-PV01-D |Phosphor Bronze|AWG#28-32| 0.80mm Max | Stamping Before Pating:30u" Ni;Whole Gold :Gold Flash 1002H-D
SCALE 1 :1 SCALE 1 :1 SCALE 1 :1 1002T-PSN2-D |Phosphor Bronze|AwG#28-32| 0.80mm Max | Stamping Before Plating:50u* Min Ni;120uSn Min
1002T-PSN-D |Phosphor Bronze| AWG#28-32| 0.80mm Max Stamping Before Plating:30u” Ni:70u"Sn(Min.)
PART NO Material Wire Range |Insulation O.D., Finish Used In SWB Housing
2014/03/27| D E Add SWB Mark sylvia Bob Sun GENERAL & 2k b OB =1 |PARTNO.
TOLERANCE Bk 3% 1 A PR E) 1002T-PXX-DM
2014/03/12| C D Space of a Whole page Changes Jova Bob Sun X 2030 ) omeoos  SWB CONNECTORS CO.,LTD  [TTLE
XX 40.20 1.00 mm Crimp Style Connectors
2014/01/20| B C Space of a Whole page Changes Sylvia Bob Sun XXX $0.10 | APPROVAL CHECK DRAWN DATA
OLD | NEW PROJECT UNIT SCALE NUMBER REV
DATE REV | REV ECN DESCRIPTION CHECK |APPROVAL = Bob Sun Jova Lau Allen Pan 2013/08/31 MM 101 A-060 E

3

Z

I 5

6

8




1

RoHS @

Lead-free

m Specifications :

F A20.15@
¢ Voltage rating: 125V AC / DC
e Currentrating: 1A AC/DC
¢ Withstanding voltage: 500V AC/minute
] e Temperature range: -25°C~+85°C
¢ Insulation resistance:2100MQ
e Contact resistance: <20mQ
e After environmental testing: <40mQ
1002 W R S-XX D-XX XX XX
0 0000 @ ®
Series No.
] + - L @ Category: W-wafer
B+0.25 500@ @ Welding Board Angle: R-Right Angle 90°
C+0.20 ~——4.30® — Welding Way: S-SMT
o @ Row No.-Pin No.: XX-02P~20P
D /_CerU|t 1 Plug the Pin & Special NO.: D-On both sides of the buckle
f @ Material: 9T-PA9T ; HT-HTN PA6T 94V-0; 1T-PA10T
@ @ Planting Category: SN-Bright tin plating 70u" ; 30u" Ni
o SW-Matte Tin plating 70u” ; 30u" Ni
=) @ Color: Blank-natural color
N
] f E A | = [Z]oq0
Pol Dimensions (mm) Pol Dimensions (mm)
bl I B C il I B C
02 1.00 3.90 250 | 12 | 11.00 | 13.90 | 12.50
C 03 | 200 4.90 350 | 13 | 12.00 | 1490 | 13.50
04 | 3.00 5.90 450 | 14 | 13.00 | 1590 | 14.50
05 | 4.00 6.90 550 | 15 | 14.00 | 1690 | 1550
06 | 5.00 7.90 650 | 16 | 15.00 | 17.90 | 16.50
07 | 6.00 8.90 7.50 17 | 16.00 | 18.90 | 17.50
— 08 | 7.00 9.90 850 | 18 | 17.00 | 19.90 | 18.50
09 | 8.00 10.90 950 | 19 | 18.00 | 20.90 | 19.50
10 9.00 1190 | 1050 | 20 | 19.00 | 21.90 | 20.50
11 | 1000 | 1290 | 11.50
B 1002WRS-XXD-1TSW | PA10T UL 94V-0 Tin Plating Matte
1002WRS-XXD-HTSW [HTN PA6T UL 94V-0| Phorphos Bronze | Tin Plating Matte 1002H-D
Recommended P.C.B Layout 1002WRS-XXD-9TSN | PA 9T UL 94V-0 Tin-Plated
— General Tolerance0.05 ) Material(Pin And | Finish(Pin And ) )
PART NO Material Solder Tabs) Solder Tabs) Mates With SWB Housing
GENERAL . s am = PART NO.
TOLERANCE EkiE 23»7&1' PR 5] 1002WRS-XXD-XXXX
Al|20140407 | B Add 1T Part No Sylvia Bob Sun X 2030 | iuscomeorors  SWB CONNECTORS CO.LTD  [TiTLE
XX #0.20 1.00 mm Crimp Style Commtctors
2014/02/07 [ A Space of a Whole page Changes Sylvia Bob Sun XXX 010 | APPROVAL [ CHECK DRAWN DATA
OoLD | NEW PROJECT UNIT SCALE NUMBER REV
DATE | oev | REV ECN DESCRIPTION CHECK |APPROVAL| ¢ £ Bob Sun | Jova Lau Allen 2013/08/31 v 1 A106 c
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m Specifications :

¢ \oltage rating: 125V AC/DC

e Currentrating: 1A AC/DC

e Withstanding voltage: 500V AC/minute
e Temperature range: -25°C~+85°C

e Insulation resistance:2100MQ

¢ Contact resistance: <20mQ

o After environmental testing: <40mQ

1002 W V S-06 D-9T SN XX

O PO O® ® ©
@ Series No.
@ Category: W-wafer
® Welding Board Angle: V-Stright Angle 180°
@ Welding Way: S-SMT
@ Row No.-Pin No.: 06-06P
@ Plug the Pin & Special NO: D-With Lock
@ Material: 9T-PA9T UL 94V-0;
@ Planting Category:

SN-Bright tin plating 70u"Min. ;30u" Ni
@ Color: Blank-Natural color

1002WVS-06D-9TSN

PA 9T UL 94V-0

Phorphos Brone Tin-Plated 1002H-D

PART NO

Material
(Wafer And Cap)

Finish
(Pin And Solder Tabs)

Material
(Pin And Solder Tabs)

Mates With SWB Housing

X 10.30
XX
XXX $0.10

GENERAL
TOLERANCE

TERMINAL&CONNECTORS

+0.20

SWB CONNECTORS CO.,LTD

PART NO.

1002WVS-06D-9TSN

TITLE

APPROVAL

CHECK

DRAWN
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1.00mm Crimp Style Connectors
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