1 I 2 3 4 ) 6 YA 8
RoHS @
Lead-free
m Specifications :
=TI + Vollage raling: 50V AC/DC
e Current rating: 2A AC/DC
e Withstanding voltage: 500V AC/minute
e Temperature range: -25°C~+85°C
e |nsulation resistance:=2100MQ
B+0.200 e Contact resistance: <20mQ
C+0.20® 1.20+0.15@ e After environmental testing: <30mQ
1224 H-XX H-PT XX
® @ ®
8. Series No.
N 02 Category: H-HSG
N a Row No.-Pin No.: XX-02P~06P
E ﬂ Special No: H-H type
™ M /\ Material: PT-PBT 94V-0
Color: Blank-Natural Color
D+0.200
Pol Dimensions(mm)
oS B C D
02 1.20 2.98 2.60 3.20
A+0.10® 03 2.40 4.18 3.80 4.40
04 3.60 5.38 5.00 5.60
—11.200~—® 05 4.80 6.58 6.20 6.80
‘ » 06 6.00 7.78 7.40 8.00
[q s — P] 1224H-XXH-PT PBT UL 94V-0 1224T-H 1224W-H
PART NO Material Suitable SWB Terminal | Suitable SWB Wafer
13 PART NO.
TOLERANGE E’g'%’ ﬁ«ﬁ{—%ﬁ NS 1224H-XXH-PT
X 2030 SWB CONNECTORS CO.,LTD [TiTLE
XX #0.20 1.20mm Crimp Style Connectors
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