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~—C=0.200@—
~A+0.15—® m Specifications :
©1.200 | W e Voltage rating: 50V AC/DC
I e Current rating: 2.0A AC/DC
— e Withstanding voltage: 500V AC/minute
Circuit 1= e Temperature range: -25°C~+85°C
e Insulation resistance:=100MQ
0 e Contact resistance: <20mQ
E 5 e After environmental testing: <40mQ
- 1224 W R S-XX X- XX V01 XX
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! L Series No.
D b Q @ Category: W-wafer
- - IEIW@ Welding Board Angle: R-Right Angle 90°
I t—; ———————— ' Welding Way: S-SMT
u u Row No.-Pin No.: XX-04P~07P
®0.20+0.05 ——+—— ——+—=—0.20%0.056 Plug the Pin & Special NO.:
— @ Material: LP-LCP 94V-0 ; 4T-PA4T
Planting Category: VO01: All Gold Flash
A Color: Blank-Natural Color Black
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T % % % 1 Dimensions(mm)
| Poles A B C
— I 9 I 02 | 120 | 420 | 2.64
| s gw 03 | 240 | 5.40 | 3.84
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—/ — ] 1224WRS-XX-4TVO1 |PA4T UL 94v-0 Pgorphos Gold-Flash | Brass T':\'A:ifé'"g
i ? Phg?nﬁgs Tin Platin, 1224H
Conn.line 0.70 1224WRS-XX-LPVO1 | LCP UL 94V-0 Broﬁze Gold-Flash | Brass Matte 9
] Recommended P.C.B Layout PART NO Material | Material(Pin) | Finish(Pin) (Sok';’:t?gs's) (Solgé’:iigbs) Mates With SWB Housing
General Tolerance+0.05
i i ; N > PART NO.
2014/09/03| D E Modify the drawing frame format | wuxiaotao | Jova Lau (SENERAL ‘%7\ :?‘» 3& ;E{_ 231%‘ FEL/A\ é] 1224WRS-XX-XXV01
A| 201400821 C D Add 4T Part No Jova Lau Jova Lau X 1030 SWB CONNECTORS CO.,LTD [TiTE
XX #0.20 1.20mm Crimp Style Connectors
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